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Super Intelligent Controls: 
A – B – C wrap program selector with capability to input 

and store unique wrapping parameters for each program

Unique operator friendly control panel design 
with film carriage safely mounted on opposite side 

of tower away from the operator

Precision gear driven powered pre-stretch film 
carriage with 200% fixed stretch capability

Descent Obstruction Plate-stops 
the film carriage descent if an 

obstacle is detected

UNIQUE SEMI-AUTOMATIC
PALLET WRAPPER

Made in North America

Machine Specifications

Maximum Load Weight 4000 Pounds

Maximum Load Size 50"Lx50"W x80"H
(71"diagonal)



DESIGN FEATURES/SPECIFICATIONS

LOW PROFILE TURNTABLE:
57” Diameter laser-cut steel plate 
Maintenance free - roller bearing support 
Turntable height 2.75” from floor
ANSI # 50 direct chain drive c/w chain tensioner 
Between 3 and 12 RPM rotational speed c/w soft 
start acceleration 
1/2 HP AC variable speed motor
Final revolution deceleration and positive stop 
alignment
Front and back forklift ports for easy movement
Accu-Count exact turntable positioning system 
for additional film savings! 
Optional loading ramp for pallet jack use 
available

FILM CARRIAGE ELEVATOR:
12 point contact bearing system 
1/2 HP AC variable speed motor
ANSI #40 direct chain drive c/w shock dampener 
& Anti-Fall Safety Device

FILM DELIVERY SYSTEM:
Precision Gear driven 20” capacity powered 
pre-stretch film carriage 
Safety door with auto power shut-off switch 
1/2 HP AC variable speed motor
Fully electronic dynamic dancer corner 
compensation
200% fixed stretch capability 
Carriage Descent Obstruction Safety Shut-Off 
Device
Side mounted film carriage for operator 
convenience and safety
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FILM CARRIAGE
WITH SAFETY DOOR

INCLUDES A
POWERED PRE-STRETCH

FOR EASYFILM THREADING


